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ANNEX A-4 
 
URA’s Landscape Deck Guidelines  
 
Key Facts 
When were the guidelines 
introduced 
 

2004 

Objective  To encourage developers to adopt an alternative 
approach to conceal carparking spaces and 
achieve a greener streetscape. 
 

Incentives Car parks are allowed to be housed within a 
landscaped raised deck with communal facilities 
above. The height of such landscaped raised 
decks would not count towards the maximum 
allowable building height.  
 

Idea behind guidelines 
 

To mitigate the impact of a raised carpark by 
enveloping it with earth berm and greenery.  
 

No. of projects approved Close to 40 projects 
 

Some Examples 
 
 

(i) CityLights, 80-90 Jellicoe Road  
 

 
Carpark deck is screened by lush greenery when 
viewed from the street 
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 (ii) RiverEdge, 21 Sampan Place 
 

 
Porous fencing along the boundary to externalize 
the greenery on the landscaped deck 

 
(iii) Viz @ Holland, 221 Queensway 

 

 
Planted earth bermed deck with carpark below 
enhances the roadside greenery 

 
Why review To enhance existing guidelines to achieve the 

vision of developing a City in a Garden, by 
having lush landscaping along all sides of the 
raised deck and externalizing the greenery to 
neighbouring areas 
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Key changes of revised 
guidelines 

To externalize greenery of landscape deck:  
 
a The landscape deck should be earth-
 bermed with planting (min 60% on each 
 façade) so that the deck is aesthetically 
 treated on all sides. 
 
b The boundary wall / fencing should be 

appropriately designed. Instead of a solid 
boundary wall, a porous fence is encouraged 
instead so that the landscaped greenery can 
be seen from the street. 

 


