APPENDIX 1

STREET BLOCK PLAN GUIDELINES FOR STREET BLOCK SITES (NON-
(CONSERVED BUILDING) ALONG BALESTIER RO/

GUIDELINES

REQUIREMENTS

Commarcal & MecklrtalUse PR 30), e s (GPR 30) and
othor uses as shown in the curr

Tho 4-, & and 36 siorey Zones are as =L Bulding Faight
P

For St Blok Stes adiing corsemton bukdngs. the

masinum  soreys 2000 shall e n i the e of the

porin o th adasent consevaon buldge.

ot adning conservaon buldegs, e
‘appiicable to a minimum depih of 7.5m

Buiding Form

anto
e party wall dovelopments.
ry wal i allowsd up o a maximum of 6 storeys. For the
poron of th buidg bove o toroye, It shl o set back 3 rom
o boundars. Thre shallbo o window openigs n he pary

Buiding Edge’

Minimum 2 storeys 10 abul road feserve Ines as indicated in the
Buiding Edgs Plan.

Bulding _ Satback
Requirements

Front Front porion of Buling up 1o 4 storeys can abul
o .

For sites in streetblocks not adjoining conservation
bukdings: portion of bulding abovo 4 storoys to be
Sat back a minimum of 7.5m from the road reserve.

Foar T ol g s o
Toadiback lane.

30 m fom the conmon boundary i whers tare

is o rear service roadback

Coversd
Wakway

Ovorallwidn_| 5.0m*

Clearwidth | 2.4m#

Sofftheight | 3.6m (max)

Veicular _Access.
"

From the safequarded service road  1ha rear as shown.

Note:
For Lots marked with an astersk [+] in Buldng Height and Buiding Edge Plans, the.

jing DC guidelnes, or

# For developments adjacent to buidings proposad for conservation, a narmower covered

buidings may be considarad on a case-by-case basis.

STREET BLOCK PLAN FOR
BALESTIER ROAD BETWEEN
THOMSON ROAD AND
MOULMEIN ROAD

LEGEND
7" sounoary oF sTReeT BLOCK
- UP TO 36 STOREYS, DIMENSIONS
SHOWN
UP TO 6 STOREYS, DIMENSIONS
AS SHOWN

MAXIMUM 4 STOREYS FRONTING
BALESTIER ROAD

*FOR SITE ADJOINING CONSERVATION
PTH OF THI

THE DEPTH OF \DJ/
BUILDING TO BE CONSERVED

* FOR SITE NOT ADJOINING
CCONSERVATION BUILDINGS, THE
4-STOREY ZONE SHALL BE APPLICABLE
TO AMINIMUM DEPTH OF 7.5m FROM
ROAD RESERVE

CONSERVATION BUILDING -~ MAIN
BULDING TO" BE RETAINED. REAR
ALLOWED TO BUILD UP T(

STOREYS

IE SUBMIT FOR DETAILED EVALUATION

INDEPENDENT DEVELOPMENTS THAT CAN
DARD

HOOSE TO
DC GUIDELINES OR ADOPT
BALESTIER GUIDELINES

BUILDING HEIGHT PLAN
(TO BE READ TOGETHER WITH THE

BUILDING EDGE PLAN)
SCALE
o om
]
DATE + DECEMBER 2008
URBAN
REDEVELOPMENT

’ THORITY
10 make Singapore 3 greal city (0 live, work and play in




APPENDIX 2

STREET BLOCK PLAN FOR
/| BALESTIER ROAD BETWEEN
| THOMSON ROAD AND
MOULMEIN ROAD

LEGEND

7" sounoary oF sTReeT BLOCK

77777} BULDINGS TO BE BULT FROM

222 epqriowmis 1o PRETY-WALL
party-wallp fo a max.of 6-sh)

MIN. 2-STOREY BULDING EDGE TO
T/ ABUT ROAD RESERVE

30M_WIDE COVERED WALKWAY
TO BE PROVIDED
[ CONSERVATION BUILDING
W | SUBMIT FOR DETAILED EVALUATION

THE FOLLOWING SETBACKS SHALL APPLY FOR
_| T™HE PORTION ABOVE 4 STOREYS

FRONT | ALL FRONT SETBACKS FOR

PORTION 4 STOREY
SHALL FOLLOW THE BUILDING
HEIGHT PLAN

/|| sbe | ToweRs SHALL BE SET BACK MINIMUM
30M FROM COMMON BOUNDARIES

REAR | UP TO 6 STOREYS
WITH SERVICE ROAD /BACK LANE
CAN ABUT ROAD RESERVE

WITHOUT SERVICE ROAD /BACK LANE
30 M FROM COMMON BOUNDARIES

(this wil apply regardiess of height or uses)

INDEPENDENT DEVELOPMENTS THAT CAN
CHOOSE TO FOLLOW STANDARD
DC GUIDELINES OR ADOPT

BALESTIER GUIDELINES

*

BUILDING EDGE PLAN
| (TO BE READ TOGETHER WITH THE
| BUILDING HEIGHT PLAN)

DATE : DECEMBER 2008

URBAN
REDEVELOPMENT

’ THORITY
7o make Singapore 3 greal dity o ive, work and play in
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